
Wavecom TAGS & RIBBONS 

In support of the Wavecom Tags we offer two grades of ribbons which we have resourced that are very well suited for “On the spot 
printing” of Electrical Testing tags. Our standard ribbon (WCM-Ribbon) is recommended for locations where the printed tag is not 
exposed to harsh outdoor environment such as Factory, Office etc... Our UV Ribbon (WCM-UV-Ribbon) is recommended for harsher 
environments like Mines or where the equipment is being tested is exposed to the elements etc... To ensure the durability of print on 
your tag it is essential that the right ribbon is used on the appropriate label material. 
 
In locations where a tag is exposed harsh chemicals or extreme heavy abrasive environments a printed tag my need additional  
added protection to protect the integrity of the print. Wavecom have available clear film overlays which can be applied over the top of 
an existing tag. These clear laminate overlays are made of strong durable synthetic materials and come with an adhesive backing 
that ensures that when the overlay is stuck done it stays stuck. The added benefit to users of the Wavecom tag printing units is they 
can print the test tag as normal. Before the tag is removed from the backing paper, or still attached to the printer, the clear laminate is 
placed over the printed tag. The combination of tag and overlay is then removed from the backing paper and applied to the appliance 
as per normal. 

Wavecom are a wholly owned and operated company who manufacture top grade Electrical Test Equipment in Adelaide  
Australia. To support our test and print units we offer to you our range of electrical test tags that are made of the highest grade  
polypropylene and polyester label materials. These materials are robust and resistant to tearing and will cope with harsh  
Australian environments. It is recommended in extreme external conditions you use UV resistant tags The test tags/labels we 
offer come in the full range of colours, each tag comes with a clear white area where a barcode can be printed into ensuring 
easy and accurate scanning, this results in the user being able to conduct fast scanning without issues. All of the Wavecom 
tags are suitable for printing using every brand of thermal transfer printers available from around the world. The adhesive used 
on our tags is most aggressive and comes highly recommended for use in the  electrical test and tag industry, there should be 
no butterflying once applied. 

Order Information: 

Standard Tag  ן  Part no: WCM-TAG-W (R,Bl,GN,O,Y, Bur) 

UV Tag           ן Part no: WCM-UV-TAG-W (R,Bl,GN,O,Y, Bur) 
 

Colour: (W) White, (R) Red, (BL) Blue, (Gn) Green, (O) Orange, (Y) Yellow (BUR) Burgundy 
 

 
 
 
 
Alternatively you can buy combo packs! 

 
 
 
 
 
 
  
  
  

 Colour: (W) White, (R) Red, (BL) Blue, (GN) Green, (O) Orange. (Y) Yellow, (BUR) Burgundy, (P) Pink 

Order information: 

STANDARD RIBBON  ן Part no: WCM-RIBBON  

UV-RIBBON        ן Part no: WCM-UV-RIBBON 

Order information: 

Clear Laminated Labels  ןPart no: WCM-TAG-LAM 

 
South Australia 

257 Grange Road 

Findon, SA 5023 

P: +61 08 8243 3500 
F: +61 08 8243 3501 

E: sales@wavecom.com.au 

Western Australia 
Unit 2-17 Casino Street 

Welshpool, WA 6101 

P: +61 8 9353 1943 
F: +61 8 9353 4319 

E: saleswa@wavecom.com.au 

Contact us 

VISIT OUR WEBSITE: www.wavecom.com.au 

Victoria 
772A Station Street 

Box Hill, VIC 3128 

P: +61  03 9897 4711 
F: +61  03 9897 4766 

E: salesvic@wavecom.com.au 

ORDER THESE TAGS THROUGH YOUR ELECTRICAL WHOLESALER 

Large Combo Pack consists of:  
 

 12 rolls of standard tags 

 9 rolls of standard ribbons  

 allows you to print 6000 tags. 

 
Part No: WCM-TAGSC-W (R,Bl,GN,O,Y,BUR,P) 

Small Combo pack consists of: 
   

 5 rolls of standard tags 

 4 rolls of standard ribbons 

 allows you to print 2500 tags 

 
Part No: WCM-TAGSC- (R,Bl,GN,O,Y,BUR,P) 



Wavecom TAGS & RIBBONS 

These laminated generic tags come in 
various colours and in rolls of 250 tags. 
Each tag measures 100mm x 40mm and 
is made of polyester materials designed 
to withstand most extreme  
environments. 

Packet of 100 includes marking pen 
Heavy Duty tag using the highest  
quality adhesive. Suitable for use  
in all environments. 

Medium Duty Laminated Test Tag 
suitable for indoor and outdoor use. 
UV & chemical resistant. 

Formulated to withstand harsh Environment's 
Extra Strong Adhesive for Added Durability 
Extra thick PVC to resist tearing Ideal for  

Construction Sites & Factories 

Appliance Test Tags are available in a range of test colours. Using colour codes make the appliances that require testing 
easily identifiable. Test colours can save you time when managing your Test & Tag schedule.  

It is important to understand the significance of the colours & to select the right colour for your Test & Tagging  
requirements, Some applications require specific colour coding as outlined in legislation. It is important that you check with 

the Regulatory Authorities & the Applicable Australian Standard for exact requirements. 

Order information: 

ATT-TAGS ןPart no: WCM-ATT- R, B, GN, Y, OR, W, Blk, BUR 

  
Colour: (R) Red , (B) Blue , (GR) Green, (Y) Yellow, (OR) Orange, (W) White, (BLK) Black, (BUR) Burgundy 

Order information: 

TM-TAGS            ןPart no: WCM-TM-TAG,B,GN,Y,O,BLK 
 

Order information: 

TT-TAGS            ןPart no:WCM-TT-TAG,B,BLK,Bur,GN,O,R,Y 

 
Colour: (BL) Blue , (GN) Green , (Y) Yellow, (O) Orange, (BLK) Black (R) Rain 

Order information: 

TA-TAGS            ןPart no: WCM-TA-TAG,B,GN,W,Y,O,BLK,R 

 
Colour: (BL) Blue , (GN) Green , (Y) Yellow, (O) Orange, (BLK) Black (R) Rain 

Colour: (B) Blue , (GN) Green , (Y) Yellow, (O) Orange, (BLK) Black  


